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Enviro-Syn® BSD-40™ is a high-performance NORM scale dissolver and descaler designed to efficiently 

remove sulfate scale with a unique ability to dissolve extremely high amounts of barium sulfate scales.  

BaSO4 causes formation damage; reducing production, hosts bacteria, fouls piping, tanks and process 

equipment all greatly reducing the profitability for your operations. 

 

 

APPLICATIONS 

• Down-hole scaling issues. 

• Production well near wellbore damage from 

barite based mud systems. 

• Heat exchangers / pipelines. 

• On-shore / Off-shore topside processing and 

production treatments. 

• Industrial boiler systems. 

• Geothermal well scale treatments 

• Separators / Hydrocyclones / degasser 

treatments. 

• Injection well treatments. 

 

VALUE ADD & BENEFITS 

• Increased production / revenue. 

• Non-damaging to formation / cost effective. 

• Non-damaging to metal surfaces and seals. 

• Reduced logistics vs low effectiveness 
products. High dissolution vs competition. 

• Premium HE&E profile 

• Concentrate options to reduce shipping 
offshore costs. 

• Reduce mechanical remediation operation 
times. 

• Decreased decommissioning timeline / costs. 

• Dissolves Strontium & Calcium sulfates. 

• Global distribution / manufacturing sites. 

CORROSION 
 

Enviro-Syn® BSD-40™ is not corrosive to metal or 
typical oilfield elastomers and seals 

SPECIFICATIONS (CONCENTRATE) 

• Appearance: Colorless liquid. 

• Specific Gravity: 1.13 – 1.17 

• Freezing Point: -250 C.. 

• Boiling Point: ~>1100 C.. 

• pH: ~10.5 to 11 

• Flash Point: >1000 C.. 

• Solubility: Highy soluble in water. 

• Shelf Life: 1 year 

• Thermal Ceiling: ~1300 C 

 

 

 

 

 

 

 

  

Outstanding HSE profile 

 

• BSD-40 has a pH between 10.5 and 11. Far 
below typical barium dissolving chemistry 
making exposure less of a risk for personnel  

• Enviro-Syn BSD-40 should be stored long 
term in sealed drums or IBC totes. Fittings 
and valves should be HDPE, brass, or 
stainless steel. 
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SAFETY REQUIREMENTS 

It is required to ensure that nitrile gloves, chemical goggles and protective clothing are utilized when 

handling the product. 

Access to an eye wash bottle/station and shower unit is required. Enviro-Syn® BSD-40™ is a strong base, 

therefore appropriate chemical handling PPE is always recommended, as well as an operational risk 

assessment for each situation. 

 

SHIPPING & HANDLING 

As Enviro-Syn® BSD-40™ has a pH of greater than 10, chemical approved fittings, hoses and pumping 

equipment should always be utilized. 

Enviro-Syn® BSD-40™ is considered “corrosive” under the Transportation of Dangerous Goods regulations. 

Class 8, Packing Group III placards and labels will be displayed. 

Enviro-Syn® BSD-40™ can be shipped in IBC tote containers, or by bulk container methods, and has a 

storage life of over one year - keep container closed when not in use. As with all chemical products and 

materials take care as to how you handle and where you store them. Personal protective equipment (PPE) 

is required for use when handling this product. Consult MSDS for complete handling instructions. 

 

PERFORMANCE 
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DISCLAIMER 

The information provided in this Product Data Sheet is intended for general technical guidance only and is 

based on laboratory testing under controlled conditions. 

 

This information does not constitute a warranty, guarantee of performance, or representation of fitness for 

any specific purpose, including downhole, well, reservoir, or oil and gas field applications.  

 

Actual field performance may vary depending on application conditions, well design, materials, 

temperatures, pressures, concentrations, and interaction with other chemicals. 

 

The selection and use of this product for any application is the sole responsibility of the buyer/end user.  


